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Figure courtesy of Rick Jenet
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BICEP-2/WMAP/Planck Detection 2018-20? Detecti n 2015!
Richest set of sources 
ESA L3 (2034 launch)
Why is this important?





• Phase A to start early 2018: 
– Follows selection by SPC earlier this year 
– Intended to be competitive industrial study 
– 18 month duration 
– ESA Study Office has been established 
– Science Study Team has been established 
– US team also assembled to address decadal 
survey 
• GSFC plans: 
– Plan to produce a Breadboard by 2022 
– Currently iterating through optical/
structural/thermal design 








• Lowest order radiator is a quadrupole 
– Dipole radiation forbidden by conservation of 
momentum 
– Simplest quadrupole: a “dumbell” 
• What is to be measured 
– Time-varying strain (ΔL/L): ~10-21 /√Hz  
– 5 pm/√Hz / 5 Gm  
– signal frequencies from 10-4 to 1 Hz,  
– signal durations of months to centuries 
• Measurement concept 
– Measure distance changes between free-falling 
mirrors 
– Preferred measurement conditions: 
o A long measurement path to 
make ΔL large  
o A very quiet place to avoid 












Payload Integrated with Bus
IMS Detail 
Payload systems 
• Interferometer Measurement System (IMS) 
• Laser 
• Telescope 
• Optical bench 
• Disturbance Reduction System (DRS) 
• Gravitational Reference Sensor (GRS) 




(Note: solar array not shown)
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Inter-Spacecraft Distance Measurement
• Test-mass to test-mass measured in 3 parts: 
• 2 × test-mass to spacecraft measurements (short-arm: LPF tests this) 
• 1 × spacecraft to spacecraft interferometer (long-arm) 
                    total separation = d1 + d12 + d2















~ 1W Tx 
~100 pW Rx




• Afocal beam expander/reducer 
– 300 mm dia. primary 
– 2.24 mm dia. on bench 
– 134X magnification 
• Simultaneous transmit and receive 
• Conjugate pupils to minimize tilt to length coupling 
– Map angular motion of the spacecraft jitter to angular 
motion on the optical bench without lateral beam walk or 
piston 
• Smooth wavefront (λ/30) to minimize tilt to length 
coupling, also helps maximize on-axis power 
transmission 
• Dimensionally stable (path-length fluctuations 
directly compete with pm scale measurement) 
• Low back-scatter of transmit beam into receiver
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M1/M2 Angular Magnification 
reduced from 74 to 55.8X 
(25% reduction) 
M3/M4 now 2.4X,  total is still 134X 
Further M1/M2 Magnification 
reduction in process










• Off-axis Cassegrain for stray light performance 
• Schwarzschild-style pupil extender 








Slots for access to 
fasteners 






Note: this is a concept. 
Details are not 
finalized.
Telescope length ~ 450 mm 
Assembly dia ~ 450 mm 
Volume ~ 30 liters 
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CHALLENGES
 Spacer Activity Objective 
– Develop and test a design for the main spacer element 
between the primary and secondary mirrors 
– M1 - M2 spacing identified as critical by tolerance analysis 
– SiC meets stability requirement with on-orbit ∆T(f) 
– On-axis Quadpod would not meet scattered light 
requirement 




Thermal Model to Determine Test Conditions
Requirements
Can Meet Requirements at -65C
SiC Spacer  Design




• Source power = 1W 
• Total power on the detector = 
6.6x10-11 W ! (barely) meets 











Pupil Plane Scatter Irradiance








aft optics contributes most of the scattered light
Summary
• Gravitational waves enable dramatic new window on 
the Universe 
• Precision metrology application drives requirements, 
not image quality 
– Pico-meter-level pathlength stability 
– Low coherent backscattered light 
– Minimize tilt-to-length coupling 
• Requirements drive design 
– Zerodur for pathlength stability 
– Off-axis for scattered light 
– Pupil relay to minimize tilt-to-length 
• Robust, manufacturable design 
– Approximately 10 units needed
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